
To prepare this you require:

300 x 360 cm paving slab base laid on mortar
or
300 x 360 cm concrete base, no less than 10 cm thick

Dimensions: H238 x W360 x L300 cm

Internal Height: 194 cm to eaves

Side Walls: ex 19 x 125 mm shiplap cladding on ex 38 x 50 mm 
planed framing.

Door:Door: ex 750 x 1800 mm mortise and tenoned, framed ledged 
and bolted door with 3 x 400 mm zinc plated T hinges and 
secured with a high security 7 lever lock.

Windows: One set of fixed windows with 4 mm toughened 
glass.

Roof:Roof: ex 19 x 125 mm tongue and groove matchboarding on    
ex 38 x 50 mm planed framing covered with mineralised roofing 
felt.

Floor: ex 19 x 125 mm tongue and groove floorboards treated 
with an oak preservative and sat on a ex 38 x 50 mm tanalized 
planed floor.
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All Crane Garden Buildings are finished in a fully opaque 
micro porous paint that protects the exterior timber. Our 
range of colours have been developed to fully complement 
your garden and its surroundings. The exact colour may 
vary slightly to the picture shown on the website so we 
recommend you order for reference a free paint sample by 
clicking on the link on the product page.clicking on the link on the product page.  
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