
PULL BARREL OFF, DO NOT TWIST

UNSCREW BARREL TO REPLACE INK CARTRIDGE

G2 UNIVERSAL 
REFILL CARTRIDGES

ONCE CARTRIDGE IS REPLACED
PUSH BARREL BACK ON TO CLOSE

UNSCREW END PIECE TO RELEASE 
CARTRIDGE AND SPRING

UNSCREW END PIECE TO 
RELEASE CARTRIDGE AND SPRING

TWIST TO USE PEN

TWIST METAL GRIP DOWNWARDS TO OPEN NIB AND UPWARDS TO CLOSE 

TWIST FROM END
TO REMOVE LID

TWIST FROM END TO REMOVE LID

PLACE THE LID ON THE END OF THE PEN
AND PUSH TO SECURE

R E F I L L  I N S T R U C T I O N S

F O U N T A I N  P E NB A L L P O I N T  P E N

H O W  T O  U S E

S P E C S

S I G N A T U R E  P E N S

·  24k gold plated (where there is gold) 

· German made fountain pen nibs (Iridium Point)  

·  Premium plated fountain pens come with 5 spare black 
   fountain pen ink car tridges.

·   Stainless steel writing tip

·   24k gold plated (where there is gold) 

·   German made black ballpoint car tridges 
    Schmidt branded (P 900)

·   Ballpoint pen car tridges write 10000m (+/- 30%)

·   Schmidt branded ballpoint car tridges, 
    these are a Parker style ‘G2’ Medium Point universal re�ll. 
    Other / unbranded re�lls can be used.

SCREW END PIECE 
BACK ON AFTER

REPLACING CARTRIDGE


