
Safety Instrucons

4. Suitable for furniture lighng.
5. When the lamp expires the fi ng must be replaced 
6. Class II Double Insulaon Protecon. 

1. Before commencing installaon or maintenance, isolate the main 
   electrical supply for the appropriate circuit at the fuse board. 
2. This product is only suitable for connecng to a 240V 50Hz supply. 
3. The lights should be mounted onto a secure surface. 

 

Waste Electrical & Electronic Equipment (WEEE) 
The symbol on the product, or on the document accompanying the product, the crossed out wheelie 
bin symbol, indicates that this product may not be treated as household waste. 
Instead it shall be handed over to the applicable collecon point for the recycling of electrical and 
electronic waste.
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Please read these instrucons carefully before aempng to install this 
product. It is advisable to keep these instrucons in a safe place for future 
reference. 

We recommend that you consult a qualified electrician. All 
electrical installaon must be carried out in accordance with 
current IEE wiring regulaons (BS7671).

These pThese products must not be modified, if any modificaon are made, it may 
invalidate the warranty and may render the product unsafe.

Important Safety Informaon

• If in doubt installaon must be carried out by a qualified 
    electrician.
• Install on smooth flat surface(s) only.
• Do not exceed or stretch the cable length of each LED wire.
• This product is IP20 Rated.

Product Waage

   Tools required

1 x Pencil 1 x Screwdriver1 x Instrucons 
Manual

2 x Screws2 x Mounng 
Brackets

1 x Connex Light

Components   

IMPORTANT: Please read these instrucons before commencing installaon and retain for future reference.

TRIOTONE     CONNEX
240V Colour Changeable LED 
Strip Light

TM

CODES: SE100390, 
SE100490, SE100590 & SE100690

INSTALLATION
INSTRUCTIONS



Finally, connect the Connex directly to 240V 
mains supply or 13A plug. If you are 
creang a run of Connex lights, you only 
need to connect the Connex at the start of 

the run.
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Colour Change Funcon
The Connex has three colour funcons, which are cool white, natural white and 
warm white. To cycle through the colours simply turn the Connex on and off using 
the switch located at the side.
Note: When mulple Connex lights are linked, each light must be set individually.

Memory Funcon
The ConnThe Connex has a memory funcon to remember what colour you have selected. 
When the Connex is switched off at the mains, wait at least 5 seconds before 
switching it back on and the colour will be remembered. The ON/OFF switch 
located at the side of the Connex must remain ON for this feature to work.

1 = On

0 = Off

Clip the Connex into the two fixing brackets 
to secure it in posion. 
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If you are installing a run of Connex lights, 
connect the lights by inserng the 
male-end into the female-end. 

Note: This can be achieved with the 
connecon cable as well.
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Fix the brackets to the desired posion 
using the screws included.
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Using a pencil, mark where the fixing 
brackets will be posioned - one at either 
end to take the weight of the light evenly.

1

Using a pencil, mark the desired posion for 
the Connex under the cabinet.

Installaon

Funcon
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• Ensure that the power is disconnected prior to cleaning.
• To keep the finish of this product, wipe over with so cloth periodically.
• Do not use harsh chemical solvents, this may dis-colour or damage the finish.

Maintenance & Care

TrioTone   Connex - 240V Colour Changeable LED TM


