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We have taken great care to ensure that this product reaches you in perfect condition. 
However, should any parts be damaged or missing please contact the Product Helpline on
(01202) 690945.

This symbol  indicates that this product should not be treated as normal household waste 
and it should be recycled. John Lewis do not operate instore take back, but as members of the 
Distributor Trade Back scheme have funded the development and upgrade of recycling  facilities 
across the UK. Please take it to your nearest collection facility or for further details contact your 
local council or visit www.recycle-more.co.uk.           

User manual
Oliver
Floor lamp

Please keep these instructions for future reference.

Recommended bulb

This product contains a non-replaceable LED Module. If the LEDs become damaged then the whole 
product must be replaced.
When moving or cleaning, always switch off at the mains and allow the module to cool before 
handling.

Max. power: 5W
Voltage: 240V, 50Hz
IP rating: IP20
Weight: 3.3kg
345 lumen output 
Colour temperature: Warm white (3000K)
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Assembly
Refer to assembly drawing opposite. Carefully unpack the carton, making sure all the parts are 
present before assembly.  

ensure safe and satisfactory operation of this product. 

Care instructions
We recommend cleaning with a soft dry cloth. Do not use abrasive materials as these will damage 

Parts list Image Qty
1

Hex key 1

Warnings!
This is a Class 1I product and must NOT be earthed.
Please read these instructions carefully before commencing any work.
Your standard lamp has been packaged as separate parts to prevent damage during transit.
When manoeuvring or assembling this product, it must be lifted from the bottom.

For your safety, always switch off the supply before cleaning or adjusting. 

Step 1
Refer to Fig. 1: Join the upper (A) and lower (B) sections of stem 
together with the two screws (C)

Please ensure the screw holes of both A & B stem sections are 
aligned before joining. These will fit with ease and should not be 
forced if orientated correctly.

Step 2
Refer to Fig 2: Slot the stem into the base (A) and gently pull through 
any excess cable (B). Secure the stem into the base using the grub 
screws and hex key (C).

Step 3
Plug the lamp in and switch on using the toggle switch on the lamp head. The angle of the light can 
be adjusted by titling the lamp head to the required angle. PLEASE NOTE: The lamp head will 
become hot during use. Always switch off and allow to cool before adjusting the lamp head.
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